Protection Relays Closed Toroid For Residual Current Protection

Features:
e Compact
o Reliable and Accurate
o Flexible Design

Input Specifications Dimension
Current Transformer Type Closed Toroid
\
Turns Ratio 1000: 1 . : .
Dimensions (mm) 7y
Rated Current 30A CBCT TYPE
CBCT - 35-1 D d H W Wi
CBCT-35-1| 64 | 45 | 96 | 13 |525 \:
Depth 2.5mm CBCT-70-1| 98 | 82 | 131| 13 | 87
CBCT - 70-1 CBCT-120-1| 149 | 125 | 184 | 13 | 122 /
TD. TOL.| 2 - - - [5-2 - v
Depth 2.5mm STD. T0 3[5-6 5 D i
CBCT - 120-1 CT Type ZPC (Zero Phase Current) < < 1
Depth 2.5mm

Environmental Specifications

Inner Diameter Turns Ratio
: . NY, 0
Temperature Operating Temperature : OUC to +5500 CBCT - 35-1 S 1000:1
Storage Temperature : -20°C to +75°C
Humidity (non-condensing) Upto 95% RH CBCT - 70-1 70mm 1000:1
CBCT - 120-1 120mm 1000:1
Mechanical Specifications
Mounting
Wire Size (max) 0.2 - 1.5mm’* (AWG : 24 - 14)
Screw Tightening Torque 0.5N-M




