BbICOKONPON3BOANTE/bHbIV Tapenbyatblii cmecutesnb THZ
High-Performance Pan-Type Mixers THZ

BblCOKOMPOM3BOANTE/bHbIV Tape/ibyaTblid
cmecutens THZ
High-Performance Pan-Type Mixers THZ

Mpy1 NpoeKTNPOBaHUM, NoXanyiicTa,
3anpalumBaiTe aKTyasbHble YepTeXN.
Bcs npefocTaBneHHas MHpopmaLms
ABNAETCA TEKYLLUM COCTOAHNEM
TEXHONOTNN N MOXET BbITb N3MEHeHa
B CBA3M C TEXHUYECKMM NPOrPeccom.

TEKA-International

TEKA France s.a.rl.

For installation into an existing plant,
request acerti ed drawing.
Speci cationsre ectthe present state

of technology and are subject to
change with future development.

19, Ave. de la Gare
F-67160 Wissembourg | France
www.teka-france.fr

TEKA Espana S.A.,
c/. Gaudi, 34, Poligono Industrial
08120 La Llagosta — Barcelona | Espana

www.teka.de
THZ 250 375 500 750 1125 1125G 1500 1500G 1875 2250 3000 3750 4500 5250 6000

TEKA Maszyny Budowlane SP.Z.0.0.
O6bem 3anonHenns cmecutens/Filling quantity mixer — nutp/litres 250 375 500 750 1125 1125 1500 1500 1875 2250 3000 3750 4500 5250 6000 . ul. Gorczewska 137

01 - 459 Warszawa | Poland
Macca 3anonHenHus cmecutens/Filling quantity mixer Kr/kg 400 600 800 1200 1800 1800 2400 2400 3000 3600 4800 6000 7200 8400 9600 www.tekapolska.pl
BbIx0f yNnnoTHEHHOro 6eToHa 3a KN w3 015 025 033 05 075 0,75 10 10 1,25 15 20 25 30 a5 4,0 .
Compacted concrete output per cycle me 015 025 033 05 075 075 10 10 125 15 20 25 30 35 40 TEKA North America Inc.

4104 Holland Blvd. Suite 105
MoLlHocTb NprBoaa cmecutens/Drive power mixer KBT/KW 75 11 15 22 30 37 37 37 45 55 75 90 110 132 160 Chesapeake, Virginia 23323 | USA
YactoTa o6opoToB poTopa/Speed of rotor MUH"Y/rpm 35 37 30,5 29 29 20 20 20 20 185 185 185 185 185 18 www.tekamixers.com
O6LKii AnameTp cTaHAaPTHOrO cMecuTens (@) MM 1354 1700 1900 2210 2520 2520 2520 2872 2872 2992 3370 3840 3840 4350 4660 . .

i - TEKA Machinery (Taicang) Co., Ltd.

Total diameter of mixer (o) mm 1354 1700 1900 2210 2520 2520 2520 2872 2872 2992 3370 3840 3840 4350 4660 ’ Lou Jiang Bei Lu 8 Hao
06LLas BbicoTa cTaHAapTHoro cmecutens (h) MM 1150 1305 1445 1423 1405 1530 1530 1630 1740 1910 1910 1920 2100 2300 2100 CN-215400 Taicang, Jiangsu | China
Total height of mixer (h) mm 900 1305 1445 1423 1405 1530 1530 1630 1740 1910 1910 1920 2100 2300 2100 www.teka-maschinenbau.cn
MopoxHwuii Bec ctaHgapTHoro cmecutens/Weight of mixer  krkg 900 1500 1900 2500 3500 4200 4200 4600 4600 6500 8600 9500 10300 11600 15000
CKunoBbIiA 3arpy3unk 60°/Skip hoist 60°
3anonHeHne KoBLLA CKUMOBOTO 3arpy3ynka Kr 375 550 750 1100 1650 1650 2200 2200 2700 3250 4300 5400 6450 - -
Filling capacity of skip hoist bucket kg 375 550 750 1100 1650 1650 2200 2200 2700 3250 4300 5400 6450 - -
MoLHOCTb NPMBOAA CKUMOBOTO 3arpy3unka/Drive power skip hoist
MHOrOC/I0HbI/ TPOCOBbI 6apaban/multi-layerdrum KBT/KW 22 3 4 55 - - - - - - - - - - -
O[JHOC/OMHBIV TPOCOBbI 6apabaH/single-layer drum KBT/KW - - 55 75 11 15 15 15 165 205 205 30 37 - -
CKOPOCTb KOBILIA CKVMOBOO 3arpysuika week. 033 033 033 04 04 04 04 04 036 04 036 036 03¢ - - [na pa3nnyHbIX obnacTen n PMEHEHNA N BbICOKO nn pon3BoaNTENBHOCTA
Speed of skip hoist bucket m/sec 033 033 033 04 04 04 04 04 0,36 04 0,36 036 034 - -

npu nNpomn3BoAcTBe BbICOKOKa4€CTBEHHbIX CTPOUTEJIbHbIX MaTepPUaoB

O6bem 1 Macca Mo 3arnosIHEHN0 paccyuTaHbl NPU YAenbHOM HackiNHOM Bece cbipbst 1,6 kr/ame. / Filling quantities are calculated with a material density of 1,6 kg/dm®.

For the most diverse applications and highest demands
for the production of quality building materials

At TEKA everything revolves around mixing.

We offer, for the most diverse applications and the highest de-
mands in quality concrete products and ready-mix concrete,
customized solutions with the highest technical standards
suited to the individual conditions with the right type of mixer
from one source:

Ha TEKA Bce BpallaeTca BOKpPYr CMeLUBaHus.

[ns cambIx pa3HO06pasHbIX MPUMEHEHUIA 1 BbICOKO MPOV3BOAUTENBHOCTN
NPV NPON3BO/CTBE BbICOKOKAYECTBEHHbIX CTPOUTE/IbHLIX MaTEPUa/IOB,
OTBEYAOLLMX CaMbIM CTPOTVIM TEXHUYECKMM CTaH4apTaM, Mbl Npe/iaraem
13 OfiHVX PYK MHAVIBULYaIbHblEe peLleHus C BbI60POM NpaBnsibHOro Tuna
cMecuTens:

> HIGH-PERFORMANCE PLANETARY MIXERS

> HIGH-PERFORMANCE PAN-TYPE MIXERS
also equipped with Agitator

> HIGH-PERFORMANCE TURBINE MIXERS
> HIGH-PERFORMANCE TWIN-SHAFT MIXERS

> BbICOKOMNPOWM3BOAWNTE/bHBIE MIAHETAPHbLIE CMECUTENN

> BbICOKOMPOW3BOAUNTE/IbHbIE TAPE/IbYATBIE CMECUTE/A
TaKXXe OCHaLLIeHHbIE 3aBUXPUTENAMU

> BbICOKOMPOWM3BOANTE/IbHBIE TYPBVHHBIE CMECUTE/TA
> BbICOKOMPOWM3BOANTE/IbHBLIE IBY XBA/IbHbIE CMECUTE/IN

As well as:

easily transportable and relocatable Batching and Mixing
Plants, individually design plants, plant modernizations, plant
modifications, heavy duty scrapers.

B JONONHEHwe K Hallei nporpamMme cMecuTeneit, Mbl npegiaraem:
NErko-MOHTUPYEMbIE U CTaLOHAPHbBIE CMECUTE/bHbIE YCTAHOBKY,
YCTAHOBKM N0 UHANBUAYANIbHOMN KOHLENLMY, PEKOHCTPYKLMI0 YCTaHOBOK,
MOAMU(UKALMI0 YCTAHOBOK, BbICOKONPOU3BOAUTE/bHbBIE CKPENnepHbIe
MeXaHN3Mbl.

Bei TEKA dreht sich alles um das Mischen.

TEKA Maschinenbau GmbH

In den Seewiesen 2 >>D-67480 Edenkoben
Tel. +49 6323 809-0 >> Fax +49 6323 809-10
info@teka-maschinenbau.de >> www.teka.de

Consultation, Planning, Manufacturing, Installation, Service.
TEKA, mixing technology, proven worldwide for over 50 years.

KoHcanTuHr, NpoekTMpoBaHue, Npou3BOLACTBO, MOHTAX, CEPBUC.

TEKA, TexHOM0rvsi CMeLLMBaHUA, JOKa3aHo BO BCeM Mu1pe yxe 6onee 50 ne.

DMLieferant® 9" .: +7 (499) 990-05-50; +7 (800) 775-29-59 dmliefer.ru



TEKA Tapenbyatble cmecutenn THZ
NepuoanNyecKoro 4encTBnsA AOCTYMHbI B TUNOpasmMepe
oT 250 o 6000 NNTPOB MO 3anoJ/IHEHUIO.

1| [IHWLLE 1 CTEHKM CMECUTE/NbHOTO /TOTKA
3allMLLEHbI CMEHHO (PyTEPOBKOI OT M3HOCA.
B 3aBMCMMOCTU OT NPUMEHEHNS, Mbl
1CMob3yem onpoboBaHHbIe MaTepuasl,
TaKue Kak: cneLyanbHas cTasb, lervpoBaHHas
CTa/lb, XPOM-HVKENEBbIA OTOENEHHbI YYTYH,
creyeHHble TBepAOCNNaBHbIe UCTbI, Hardox
500, KepaMuKy oKcuza a/lyIIOMUHNSA U T. [

MecubHbIE pblyari ynpyro 3akpernieHbl B
oropax Koprnyca poTopa v MetoT BO3MOXHOCTb
PEryn“poBKY Mo BbICOTE. YCTaHOBOUHbIE YT /bl
MECW/IbHBIX TOMATOK ONTYMU3MPOBHBI /11
NyyLLEero adekTa CMeLLBaHusl, yMEHbLUEHNS
13HOCA U 3alLWThI MPUBOZA OT NEPErPY30K.

TEKA pan-type mixers THZ are
for batching operations and are
available in sizes from 250 to
6000 liter filling capacities.

1| The mixing pan oor and the outer walls
are protected by exchangeable wear liners.
Depending on the application, wear liners
are made of either A.R. steel plate, Hardox
500 steel, chill-cast tiles, face-welded steel
(VP) ceramic tiles, etc.

The spring-loaded mixing arms are mounted
in the rotor head and are adjustable to
compensate for wear. This, plus the various
angles-of-attack of the paddles enhance
the mix-e ect, reduce wear and protect the
drive from shock.

2 | LieHTpann3oBaHHas cMaska BTYN0K
MECM/IbHBIX PbIUaroB BO3MOXHO B CreLaibHOM
UCMOMHEHUMN.

Mecu/bHbIe 0NaTKM, U3HOCOCTOlKME

MaHXeTbl 415 MECU/bHbBIX PblYaroB U CKPeoKu
CTEHOK NpecTaB/eHbl Ha BbIOOP 13 pasnyHbIX
mMaTepranoB: 0T6eNeHHbI YyryH W4, cTasb ¢ MOMHbIM
MOKPbITUEM U3 Kapbyaa XpoMa, oMy peTaHOBbI
anactomep (PU), SPIKE-apMV1POBaHHbIV YyryH,
6€e3HVKeNIeBOe INTLE UT. [,

2| Central lubrication for the mixing arm
bushings is available. Depending on the ap-
plication, mixing paddles, wall scrapers, and
mixing arm wear guards made of various
abrasion- resistant materials are available.
These include cast-iron W4, with complete
tungsten-carbide surface, polyurethane-
elastomere (PU), SPIKE cast-iron, nickel-free
special casting, etc.

3| The centrally located planetary gearbox

is driven by a 3-phase TEFC motor which is
angemounted directly to the gearbox, in the

case of pan-type mixers THZ 375 to THZ 1125.

4 | Mixer sizes THZ 1125 G to THZ 6000 are
driven by a foot-mounted motor which is
connected to the gear box by a universal-
joint cardan shaft. A hydraulic turbo-coupling
or frequency converter for soft starts under
load are also available. Flanged to the

3| Tapenbuatble cmecutenm ¢ THZ 250 no
THZ 1125 npuBoAATCA B AeliCTBME eANHBIM
LieHTpalbHO PacnoI0XEHHbIM MIaHETAPHbIM
pPeAyKTOPOM C (h1aHLEBbIM ABUraTENEM.

4 | Tapenbyatble cmecuTeny ¢ THZ 1125 G no
THZ 6000 Tak>xe MPUBOAATCA B AeCTBUE
€/INHbIM LIEHTPa/IbHO PaCMO0XEHHbIM
naaHeTapHbIM pelyKTOPOM Yepes KapAaHHyto
nepegavy oT ABuratens Ha nanax. fo xenaHuo
[oCTynHa Typ6oMyhTa Nnv YacTOTHbIN
npeobpasoBatesnb ANs ,,MATKOro" crapta
CMecuTens C MO/IHOW 3arpy3Koi.

YCTaHOB/IEHHbI Ha PefyKTOPE 1 MPUBOAVMBIN
1M XXe B IeNCTBME FrMApaBINYeCcKunii Hacoc
obecneyrBaeT LMpKyIsALMIo Macna u paborty
CUCTEMbI BbIFPY3KU.

gearbox and driven by it is a hydraulic gear
pump which constantly cycles the oil. Gear-
box and discharge gate(s) use the same oil
for less maintenance. This oil also supplies
the pressure to operate the discharge gate(s).

5| The discharge gate assembly, used to
remove the batch from the mixer, is a
complete heavy-duty component bolted
to the mixer pan oor. The semi-circular
gate is hydraulically operated by means of
arotating piston cylinder. It is electrically

O6Las cuctemMa MacsiocHabxeHus obnervaet
TEXHUYECKWMIA yXO[, 38 peyKTOPOM 1 CUCTEMONA
BbIFPY3KY.

5 | CicTeMa BbIrpy3ky ycTaHOB/EHA Ha
CMeCUTENIbHOM JIOTKE 1 BbIMOMHEHA B BUfE
e/iMHOro y3ena. Mpw NoOMOLLY ruapaBIn-
YECKOro poTaLMOHHO-MOPLIHEBOTO
LMNMHAPA, YCTaHOBNEHHOTO Ha MacCMBHOM
YyryHHO pame, OCyLLECTB/ISIETCS MOBOPOT
pasrpy304Horo LWwrbepa NcnofHeHHOro B
(hopMe cermeHTa.

controlled and can be opened to any degree
desired. Locating the pivot-point of the

gate slightly inside the pan circumference
allows for a large opening and thereby, a fast
discharge. In case of emergency, a manual
hand pump for the discharge door is stand-
ard. As an option, the discharge gate can be
opened independent of the mixer main drive,
via a separate hydraulic power-unit.

6 | Mixers THZ 250 to THZ 1125 may be
equipped with up to 4 gates, whereas 3
gates is the maximum for THZ 1125 G to THZ
6000. Sampling gates are also available.

7| A protective cover encloses the mixer

on top. A built-in seal makes it near dust-
proof. Large, hinged segments with variable
positioning are possible, raised and lowered
by a manual- or motorized cable winch. With
no components located above the pan cover,
there are no obstructions to impede the ar-

rangement of cleaning segments, inspection

doors, material inlets, etc. into the mixing pan.

8| Depending on the plant design, charging
the mixer by means of a skip hoist is possible.
Teka o erstilting skip hoists as well as the
non-tilting, bottom discharge type.
Inclination of the hoist track from 45° to 90°
may be speci ed.

DMLieferant® 9" .: +7 (499) 990-05-50; +7 (800) 775-29-59 dmliefer.ru

NEeKTPOHHOE ynpaB/ieHe N NO3ULMOHHbIE
KOHLIEBbIE BbIK/IOUYaTeM 06eCcneynBatoT
BO3MOXHOCTb PACKPbITUS Pa3rpy304HOro
0TBEpCTUS B I06OM 3aJaHHOM MOJIOXEHMN.
CMelLeHHasi BHYTpb OCb MOBOpOTa LuMbepa
c03[a€eT 60/bLIOe Pa3rpy304HOE OTBEPCTHE,
UTO MO3BOSIET BLICTPO BbITPY3UTh CMECh.

ABapHiiHas BbIrpy3Ka CMeCUTeNs Npu
06€eCTOUYEHHOM NPUBOJE BO3MOXHA PYUHbIM
HacocoM. OnLMoHa bLHO BO3MOXeH NPUBOS,
CMCTEeMbI BbIFPY3KM OTAE/bHOM MMApOCTaHLmei
HE3aBMCMMO OT [/1aBHOTO NPYBOJA.

6 | Ha cmecutensax ¢ THZ 375 no THZ 1125
BO3MOXHO VICMONHEHNE A0 4-X, & Ha CMecuTensx
¢ THZ 1125G no THZ 6000 p0 3-X pa3rpy304HbIX
0TBEePCTUIA. TakXe BO3MOXHA YCTaHOBKa
npo600T60PHOro 3aTBOpPA.

7 | CmecuTeNibHas Kamepa 3akpbiTa
MblNIEHENPOHNULLAEMbIM 3aLMUTHBIM KOXXYXOM.
OTKUAHbIE KPbILLKMN KOXYXa C MakcMaibHO
BO3MOXXHbIM Pa3MepOM 1 3afjaHHbIM
pacrnonoXeHVeM OTKPbLIBAIOTCA PyUHbIMU

UMW 3N1EKTPUYECKIMM N1eGeKaMu.
OTCyTCTBYE OrpPaHUUMBAIOLMX NTPOCTPAHCTBO
KOHCTPYKTUBHbIX 3/lEMEHTOB MO3BO/SET
VHAVBUAYaNbHO pas3MellaTb pasnnyHble
3arpy304Hble 0TBEPCTUS, MaTpy 6Ky,
BEHTUNSALMOHHbIE OTBEPCTUS], OUUCTHBIE 1
CMOTPOBBIE /THOKM.

8| Ans 3arpy3ku cMecuTeneii npeanaratoTcs
CKMMOBBIE 3arpy341Km C ONPOKMbIBAIOLLM
KOBLUOM W1 C JIOHHOV BbIFPY3KOIA. 3arpy3unk
yCTaHaBNMBaeTCs Ha cMecuTene Mo OTAeNbHO.
Yron HaknoHa X040BOro NyTy 3arpy3ymka
BapbupyeTca B AnanasoHe ot 45° 1o 90°.

TEKA - Tapenibyartble CMecuTenn co

MHOTMMW BO3MOXXHOCTAMW:

> lcnonHeHne ¢ MexaHU4YeCKUMMN Um
TMAPaBINYECKNMMN 3aBUXPUTENSAMU
(BO3MOXHO fOOCHALLEHNE B ByAyLLEM).

> YcTaHOBKa M3MepuTeneli BlaXHOCTH,
TeMneparypbl, KOHCUCTEHLU, CTEHOBbIX/
[OHHBIX VN CTEPXXHEBBIX JATHNKOB.

> [lapoBasi 06paboTka IM60 BpaLLarLLMMUCS
KOMbEBWAHbLIMM CONamMu B Macce CMecu
6O NPY MOMOLLY HaPYXXHbIX POPCYHOK

> YcTaHOBKa CMECUTENS HA TEH30aTuMKax B
Ka4yecTBe BECOBOW EMKOCTM.

> MoliKa BbICOKUM faB/ieHNeM NOCPeLCTBOM
BpaLLatoLLnXCs (HOPCYHOK.

TEKA turbine pan-type mixers offer more

mixing possibilities:

> Equipmentincludes intensive mechanical
and hydraulic eagitator(s) using various
mixing tools. Retro tting of agitators is
possible.

> Moisture and consistency metering by
means of oor-mounted, wall-mounted
or rotating electronic probes.

> Steam-injection through rotating lances,
or through stationary nozzles

> Mixer doubling as weigh-bin when
mounted on load cells.

> High-pressure cleaning with rotating
water spray nozzles.



